The following list contains the classification decisions (other than those subject to a reservation) taken by the Harmonized System Committee (26th Session – November 2000) on specific products, together with their related Harmonized System code numbers and, in certain cases, the classification rationale. Advice Parties seeking to import or export merchandise covered by a decision are advised to verify the implementation of the decision by the importing or exporting country, as the case may be.
 No. Product description          Classification           HS codes considered              Classification rationale 

1. Butterfat mixture in the form of a water-in-oil emulsion and used in the food industry, consisting of 70.4 % fat (97.8 % fat – dry matter), 1.06 % protein (1.5 % protein – dry matter) and 1.3 % lactose, and having a moisture content of 28.0 %. This product is also referred to as “High fat cream cheese”. 0405.20 0406.10 GIR 1 (Note 2 (b) to Chapter 4) and GIR 6 
2. Butterfat mixture in the form of a water-in-oil emulsion and used in the food industry, consisting of 72.5 % fat (98.8 % fat – dry matter), 0.996 % protein (1.4 % protein – dry matter) and 1.4 % lactose, and having a moisture content of 26.6 %. This product is also referred to as “High fat cream cheese”. 0405.20 0406.10 GIR 1 (Note 2 (b) to Chapter 4) and GIR 6 
3. Uncooked frozen pizza consisting of a pizza base and a topping. The pizza is put up in a retail packing of net weight 580 g. The ingredients are wheat flour (33 %), water (30.8 %), cheese (9.2 %), margarine cheese (4.6 %), white mushrooms (5.2 %), beef (4.7 %), onion (3.2 %), tomato puree (2.8 %), vegetable (olive) oil (1.4 %), yeast (1.1 %), salt (0.9 %), sugar (0.9 %), rising agent (0.5 %), malt extract (0.4 %), partly hydrogenated vegetable oil (0.3 %), modified starch (0.2 %), garlic (0.2 %) and spices (0.1 %). Before consumption, the pizza has to be cooked for 15 to 20 minutes (hot oven) or 20 to 25 minutes (cold oven). 1901.20 1901.90 GIRs 1 and 6 
4. Tobacco mixture, consisting of a mixture of (1) uncut stemmed leaves (i.e., “strip”) of cured Virginia, Burley and, in some instances Oriental tobacco, and (2) reconstituted tobacco. The strip tobacco leaves and the reconstituted tobacco are mixed together by controlled layering in a silo. The strip tobacco represents 75 % of the total mixture by weight, and the reconstituted tobacco represents 25 % of the total mixture by weight. This product is also referred to as “Basic Blended Strip (BBS)”. 2401.20 24.03 GIRs 2 (b) and 3 (b) 
5. “Non-aromatic cut tobacco” consisting of fermented, stemmed and stripped tobacco leaves which have been cut into narrow (about 1 mm wide) strips of varying lengths (up to 4.0 cm). 2403.10 24.01 

6. Light-weight knitted garment (94 % cotton, 6 % elastomeric yarn) for women or girls; it has shoulder straps approximately 35 mm wide and a round neckline at the front. This article can be worn next to the skin as a garment or undergarment; it covers the upper part of the body and extends down below the bust. The neckline and arm openings are bordered by a hem incorporating an elastic strip. The bottom of the garment is also fitted with an elastic strip so as to hug the body. 6114.20 61.14 62.12 GIR 1 and 6 
7. Light-weight knitted, strapless garment (90 % polyamide, 10 % elastothane) for women or girls, designed to cover the upper part of the body and extending down just below the bust; the garment leaves the shoulders bare. This article can be worn next to the skin as a garment or undergarment; it is fitted with elastic strips approximately 30 mm wide at the bottom of the garment and 15 mm at the top, thus ensuring that the garment hugs the bust. 6114.30 61.14 62.12 GIR 1 and 6 
8. Light-weight knitted garment (90 % polyamide, 10 % for women or girls, designed to cover the upper part of the body and extending down just below the bust. This article can be worn next to the skin as a garment or undergarment and has a V-shaped neckline and thin shoulder straps with added elastic strips. The bottom of the garment is also fitted with an elastic strip approximately 20 mm wide so as to hug the body. 6212.10 GIR 1 and 6
9. Nonwoven article, cut to a specific shape, coated on one side with an adhesive protected by a sheet of paper (adhesive nonwoven). After removal of the protective paper, the article is intended to be stuck directly onto the skin, to fit perfectly round the lower part of the breast like the cup of a brassière. 6307.90 62.12 63.07 GIR 1 and 6 
10. Non-electric domestic barbecue, of stainless steel, operating by means of two steel mirrors and using only solar energy for cooking. 7321.11 GIR 4 
11. A welded tube mill machinery presented without welding equipment. It is used to process coiled metal strip into tubular forms. The machinery consists of the following components: an edge trimmer; breakdown or forming rolls; idler vertical closing rolls; and fin pass rolls. 8462.21 or 8462.29 84.55 84.62 GIRs 1 and 6 
12. An Ethernet Adapter consisting of a slot-in card comprising essentially a printed circuit on which are mounted various electronic components. It is not placed in a housing or presented in a “drawer”. However, the adapter is designed to be inserted as an integral part in an automatic data processing machine in order to connect the latter to other units in an Ethernet network. Once installed, it enables digital signals to be transmitted in the Ethernet network. 8471.80 GIR 1 (Note 5 (B) to Chapter 84) 
13. Video card, consisting of integrated circuits and other electric 8471.80 84.71 GIR 1 (Note 6 to Copyright © 2001 the World Customs Organization components, intended to be incorporated in an automatic data processing machine (personal computer (PC)) to enable the machine to produce image and sound. It converts analogue image and sound signals received from a VCR, LD, CCD/V8 camera, or camcorder into digital signals which can be used by the PC. Its input interface is digital for NTSC, PAL, and SECAM. The magnetic disc must be installed in the PC to permit the PC to act as a video display or a machine for videoconferences, videopublications, videopresentations, etc. Software for the card above. Software : 85.24 84.73 85.43 Chapter 85) and GIR 6 
14. Sound card, consisting of integrated circuits and other electric components, is intended to be incorporated in an automatic data processing machine (personal computer (PC)) to enable it to produce sound. The sound card converts analogue sound signals, from a microphone, radio or cassette, into digital signals which can be used by the PC. Furthermore, it converts digital signals into analogue signals that can then be sent to the amplifier, headphone or speakers. It also has ports for a CD-ROM drive and digital musical instruments (Musical Instrument Digital Interface (MIDI). The magnetic disc must be installed in the PC to permit the PC to record, compress and playback sound (voices or instruments). Software for the card above. 8471.80 Software : 85.24 84.71 84.73 85.43 GIR 1 (Note 6 to Chapter 85) and GIR 6 
15. Vibrator motor consisting of an electric motor with eccentric discs fitted to the protruding ends of the shaft, generating radial vibrations which are transmitted to the apparatus or appliance (chutes, bins, hoppers, conveyors, compacting appliance, etc.) to which the vibrator motor is fixed. 84.79 84.79 85.01 
16. Alloy steel forging of a crank shaft for a diesel engine, 1 sometimes described as a "blank" for a crank shaft. The forging is shaped into the form of a crank shaft by a closed-die forging process. The forging possesses the shape of a crank shaft, is clearly recognizable as a crank shaft and can only be processed into a finished crank shaft. It does not require further working or shaping by forging. Rather, the further working essentially involves machining operations to bring the surfaces into tolerances required for a finished crank shaft. (f) to Section XV. Note 1 (ij) to Chapter 72 was not considered applicable since the product at issue was more than roughly shaped by forging 8483.10 Chapter 72 GIR 2 (a) and Note 
17. Apparatus presented in a box for retail sale, consisting of a digital camera, a rubber camera stand, a manual, a keyboard adapter plug, a cable to connect the camera to an automatic data processing machine, diskettes containing software for capturing still and video images, and a registration card. The camera incorporates an adjustable focus lens, an image capture board with a charge coupled device (CCD), a VIDECt.m. (Video Digitally Enhanced Compression) compression board, and a cable fitted with three plugs. For use, the apparatus must be connected to an automatic data processing machine equipped with the following : 486/66 (or faster) processor, 8 MB of RAM, 2 MB of hard disc space for the digital camera’s software, minimum of 5 MB disc space to create videos, and an operating system. The apparatus is used for capturing video or still images, transforming them into digital signals and sending the signals, possibly after compression, directly to an automatic data processing machine where the data can be recorded, reworked, edited, etc. with appropriate software. With this apparatus one can produce videos and still images for an automatic data processing system, hold video conferences and produce illustrated documents. 8525.30 84.71 85.25 GIR 1 (Note 5 (E) to Chapter 84) and GIR 6 
18. Ten-seat motor vehicles, with a compression-ignition engine of a cylinder capacity of 1948 cc, equipped with window side panels, four doors, a lift-up rear door with window, two front  seats for the transport of three persons, a bench seat behind the front seats, and two fold-away bench seats, 78 cm long, stored on lateral panels in the rear section of the vehicles. The fold-away bench seats permit the rear section to be used for the transport of either persons or goods. The two bench seats, for two persons each in the rear section of the vehicles, are made of the same fabric and upholstered in the same fashion as the front seats. All of the seats are equipped with safety seat belts or anchor points for safety seat belts. The motor vehicles are designed for the transport of ten persons, including the driver. 8702.10 87.02 87.03 87.04 GIRs 1 and 6
19. Three- or four-wheeled vehicles, driven by battery-powered electric motors (150 W continuous and 1,700 W maximum power), having a horizontal platform which joins their front and rear portions, small tyres (290 mm in diameter), a rotating adjustable seat with foldable armrests at the rear, and levers (handle bars) on a steering column (which can be moved forward and equipped with a small control panel) at the front for starting, accelerating, braking and reversing the vehicle, as well as steering it to the right or the left. The motor is started with a key and, after selecting one of the four speed buttons, the vehicle is accelerated by squeezing the speed lever, automatically braked by releasing the same lever and reversed by squeezing the opposite lever. A range of hand controls for one handed users, those with arthritis, or simply right/left handed options and a range of accessories (e.g., walking sticks and frames, oxygen cylinders, golf clubs) are available to customise the vehicles. Without a drivers licence, they might be used on footpaths and in public places to go shopping, fishing, to local golf courses, etc. The three-wheeled model is 650 mm in width, 1,170 mm in length, and weighs 44 kg total (without batteries); it has a 100 kg maximum payload capacity, and is equipped with one 150 W electric motor and a differential. Two four-wheeled models are 650 mm in width, 1,260 and 1,290 mm in length, and weigh 54 kg and 60 kg total (without batteries), respectively; they have a 127 kg maximum payload capacity, and two electric motors (150 W each). 8703.10 87.03 87.13 GIRs 1 and 6 
